FILTRASORB 400 

Granular Activated Carbon




Specification             

	Test


	Min
	Max
	Calgon Carbon

Test Method

	
	
	
	

	IODINE NUMBER, mg/g

MOISTURE (AS PACKAGED), wt%

ABRASION NUMBER

EFFECTIVE SIZE, mm

UNIFORMITY COEFFICIENT
	1000

-

75

0.55

-
	-

2

-

0.75

1.9
	TM-4,ASTM D4607

TM-1,ASTM D2867

TM-9,AWWA B604

TM-47,ASTM D2862

TM-47,ASTM D2862


	  US SIEVE SERIES
	
	
	ASTM D 2862

	12 US MESH [1.70 mm]

wt%

< 40 US MESH [0.425 mm] (PAN)

wt%
	-

-
	5

4
	TM-8

ASTM D2862

TM-8

ASTM D2862


Calgon Carbon Corporation's activated carbon products are continuously being improved and changes may have taken place since this publication went to press.  (2030-10/22/2008)
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Safety Message

Wet activated carbon preferentially removes oxygen from air. In closed or partially closed containers and
vessels, oxygen depletion may reach hazardous levels. If workers are to enter a vessel containing carbon,
appropriate sampling and work procedures for potentially low oxygen spaces should be followed, including all

applicable Federal and State requirements.
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